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TECHNICAL DATASHEET

3560W // SOFT GRIP W
Material: Nylon, orange
Coating: Latex, orange | Latex, sanded, dark blue
Size(s): 8-11
Packaging unit: 72 pairs
Certification: EN 388, EN 511

EN 388 EN 511

2142X X2X

Description
NITRAS SOFT GRIP W, winter gloves, nylon, orange, seamless knitted terry cloth inside, double layer coating, lower coating: latex, orange, fully 
coated, upper coating: latex, dark blue (colour code: 4424), sanded, partly coated on palm and fingertips, knitted wrist, very soft and cuddly, 
perfect flexibility, highest dexterity

Material Colour
Palm Latex, sanded, on latex and nylon Dark blue
Index finger and thumb Latex, sanded, on latex and nylon Dark blue
Back of the hand Latex on nylon Orange
Fingertips Latex, sanded, on latex and nylon Dark blue
Cuff / knitted wrist Latex on nylon Orange

Size: 8 9 10 11
Hem colour: yellow brown black light blue
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EN 420:2003 + A1:2009 Test parameter Performance level Test result
Dexterity 1-5 5

EN 388:2016 Test parameter Performance level Test result

2142X

Abrsion resistance 1-4 2
Blade cut resistance (Coupe-Test) 1-5 1
Tear resistance 1-4 4
Puncture resistance 1-4 2
Blade cut resistance (TDM) A-F X

EN 511:2016 Test parameter Performance level Test result

X2X

Resistance convective cold 1-4 X
Resistance to contact cold 1-4 2
Penetration by water 0-1 X


