
AS Arbeitsschutz GmbH | Heinrich-Hertz-Str. 11 | 50181 Bedburg | Germany | Geschäftsführer / Managing Director: Jens Thome, Ingo Kielholtz, Tim Kielholtz | HRB 40080 | Gerichtsstand Köln | USt.-IdNr.: DE121851940

   +49 2272 9060 0    info@nitras-safety.com    www.nitras-safety.com

VE
RS

IO
N 

1.1
.6 

| 2
31

00
9_

GS
 | P

AG
E 1

/2

TECHNICAL DATASHEET

6720W // WINTER CUT
Material: TAEKI special yarn, neon yellow
Coating: Latex foam, black
Size(s): 8-11
Packaging unit: 60 pairs
Certification: EN 388, EN 407, EN 511

EN 388 EN 407 EN 511

1X44D X1XXXX X3X

Description
NITRAS TAEKI WINTER CUT, cut protection gloves, TAEKI special yarn, neon yellow, seamless knitted terry cloth inside, latex foam coating, black 
(colour code: 4010), partly coated on palm and fingertips, knitted wrist, high cut resistance, highest wearing comfort, protection against contact 
heat (100° C, 15 seconds), highest dexterity

Material Colour
Palm: Latex foam on TAEKI special yarn Black
Index finger and thumb: Latex foam on TAEKI special yarn Black
Back of the hand: TAEKI special yarn Neon yellow
Fingertips: Latex foam on TAEKI special yarn Black
Cuff / knitted wrist: TAEKI special yarn Neon yellow

Size: 8 9 10 11
Hem colour: yellow brown black light blue



AS Arbeitsschutz GmbH | Heinrich-Hertz-Str. 11 | 50181 Bedburg | Germany | Geschäftsführer / Managing Director: Jens Thome, Ingo Kielholtz, Tim Kielholtz | HRB 40080 | Gerichtsstand Köln | USt.-IdNr.: DE121851940

   +49 2272 9060 0    info@nitras-safety.com    www.nitras-safety.com

VE
RS

IO
N 

1.1
.6 

| 2
31

00
9_

GS
 | P

AG
E 2

/2

EN 420:2003 + A1:2009 Test parameter Performance level Test result
Dexterity 1-5 5

EN 388:2016 Test parameter Performance level Test result

1X44D

Abrasion resistance 1-4 1
Blade cut resistance (Coupe-Test) 1-5 X
Tear resistance 1-4 4
Puncture resistance 1-4 4
Blade cut resistance (TDM test) A-F D

EN 407:2004 Test parameter Performance level Test result

X1XXXX

Resistance to flammability 1-4 X
Contact heat resistance 1-4 1
Convective heat resistance 1-4 X
Radiant heat resistance 1-4 X
Resistance to small splashes of molten metal 1-4 X
Resistance to large quantities of molten metal 1-4 X

EN 511:2006 Test parameter Performance level Test result

X3X

Resistance to convective cold 1-4 X
Resistance to contact cold 1-4 3
Penetration by water 0-1 X


