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TECHNICAL DATASHEET

8065 // HIGH RISK NITRILE
Material: Nitrile, blue
Coating: -
Size(s): S-2XL
Packaging unit: 500 pieces (sz. 2XL - 450 pieces)
Certification: EN 388, EN ISO 374

EN 388 ISO 374-1:2016/Typ A ISO 374-5:2016
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Description
NITRAS HIGH RISK NITRILE, nitrile disposable gloves, blue, non-sterile, rolled edge, powder-free, perfect fit, very durable, for food contact, 
ambidextrous (left and right hand), colour code system for sizes, micro-roughened fingertips, length approx. 280 mm, AQL 0.65, premium quality, 
protection against micro-organisms, bacteria and viruses,10 boxes per 50 pieces (sz. 2XL: 10 boxes per 45 pieces)

Material Colour
Palm: Nitrile Blue
Index finger and thumb: Nitrile Blue
Back of the hand: Nitrile Blue
Fingertips: Nitrile Blue
Cuff / knitted wrist: Nitrile Blue

Thickness (approx.) mm
Finger 0.28
Palm 0.20
Cuff 0.14



AS Arbeitsschutz GmbH | Heinrich-Hertz-Str. 11 | 50181 Bedburg | Germany | Geschäftsführer / Managing Director: Jens Thome, Ingo Kielholtz, Tim Kielholtz | HRB 40080 | Gerichtsstand Köln | USt.-IdNr.: DE121851940

   +49 2272 9060 0    info@nitras-safety.com    www.nitras-safety.com

VE
RS

IO
N 

1.0
.2 

| 2
31

00
9_

GS
 | P

AG
E 2

/2

EN 420:2003 + AC:2009 Testing parameter Level Result
Dexterity 1-5 5

EN 388:2016+A1:2018 Test parameter Performance level Test result

2001X

Abrasion resistance 1-4 2
Blade cut resistance (Coupe-Test) 1-5 0
Tear resistance 1-4 0
Puncture resistance 1-4 1
Blade cut resistance (TDM) A-F X

ISO 374-1:2016/Type A Testing parameter Level Result

JKLOPT

n-heptane (J) 1-6 6
Sodium hydroxide 40% (K) 1-6 6
Sulphuric acid 96% (L) 1-6 2
Ammonium hydroxide 25% (O) 1-6 2
Hydrogen peroxide 30% (P) 1-6 6
Fluoric acid 40% (S) 1-6 2
Formaldehyde 37% (T) 1-6 6

ISO 374-5:2016 Testing parameter Level Result

VIRUS

Penetration - Passed
Permeation - Passed


